
 

 
 

SALADETTE COUNTERS AND  
REFRIGERATED COUNTERTOP DISPLAY 

 
TECHNICAL SPECIFICATIONS 

 
 

 

 

 



 

 

 

Model:  

Monoblock:  

Climate class:  

Energy consumption: 

Energy class:  

Working temperature:  

Input:  

Power:  

Voltage/frequency:  

Weight, kg: 

Cooling type:  

Refrigerant: 

Volume, l: 

 

FS0-E101 

K-ESMA-N5-T8 

5 

- 

- 

-5 … +8 °C 

0.64 A 

148 W 

230-240 V / 50 Hz 

75 

Ventilated 

R290 

123 

 

 

 

  



 

 

Model:  

Monoblock:  

Climate class:  

Energy consumption: 

Energy class:  

Working temperature:  

Input:  

Power:  

Voltage/frequency:  

Weight, kg: 

Cooling type:  

Refrigerant: 

Volume, l: 

 

FS0-E202 

K-ESMA-N5-T8 

5 

- 

- 

-5 … +8 °C 

0.64 A 

148 W 

230-240 V / 50 Hz 

105 

Ventilated 

R290 

215 

 

 

 

  



 

 

 

Model:  

Monoblock:  

Climate class:  

Energy consumption: 

Energy class:  

Working temperature:  

Input:  

Power:  

Voltage/frequency:  

Weight, kg: 

Cooling type:  

Refrigerant: 

Volume, l: 

 

FS0-E303 

K-ESMA-N5-T8 

5 

- 

- 

-5 … +8 °C 

0.64 A 

148 W 

230-240 V / 50 Hz 

135 

Ventilated 

R290 

307 

 

 

 



 

 

 

Model:  

Monoblock:  

Climate class:  

Energy consumption: 

Energy class:  

Working temperature:  

Input:  

Power:  

Voltage/frequency:  

Weight, kg: 

Cooling type:  

Refrigerant: 

Volume, l: 

 

FS0-E404 

K-ESMA-N5-T8 

5 

- 

- 

-5 … +8 °C 

0.64 A 

148 W 

230-240 V / 50 Hz 

165 

Ventilated 

R290 

399 

 

 

  



 

 

 

Model:  

Length L, mm 

Climate class:  

Working temperature:  

Input:  

Power:  

Voltage/frequency:  

Weight, kg: 

Cooling type:  

Refrigerant: 

 

 

FV-00000 

940, 1010, 1300, 1460, 1720, 1960, 2130 

3 

+2 … +8 °C 

 1,6 / 2,3 A * 

370 / 530 W * 

230-240 V / 50 Hz 

22 - 38 * 

Static 

R134a 

 

 

 

* Power, input and weight of the heated shelf depends on its dimensions. 

 


